1. Для того чтобы произвести конфигурирование устройства, необходимо подключиться к нему через web-браузер (программу для просмотра гипертекстовых документов), например, Firefox, Internet Explorer. Для этого необходимо ввести в адресной строке браузера IP-адрес устройства (при заводских установках адрес: - 192.168.0.1, маска подсети – 255.255.255.0).

После введения IP-адреса устройство запросит имя пользователя и пароль.
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Login to the router:

User Name :  Adnin +

Password : Login

WIRELESS





Имя пользователя admin, пароль admin. 
2. Выбираем пункт меню WIRELESS SETTINGS
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WIRELESS SETTINGS
The following Web-based wizards are designed to assist you in your wirsless network setup
and wisless device connection,

Befiore launching these wizards, please make sure you have followed a steps outined in the
Quick Instalation Guile incluclet! in the package,

WIRELESS NETWORK SETUP WIZARD I

networking and ha,
m fioured a

This wizard i dissigned to assist you in your wirsless network setup, It wil guids you through
step-by-step instructions on how to set Up your wireless network and how to make it sectre.

iireless Netwark Setup Wizard

Note: Some changes made Using this Setup Wizardl may require you o change some settings on
your wireless cient adapters so they can stl connect to the D-Link Router,

D WIRELESS DEVICE WITH WPS (WI-FI PROTECTED SETUP) WIZARD

This wizard is designed to assist you in connecting your wirsless device to your router. It wil
‘uide you thraugh step-by-step Instructions on how to get your wirsless device connected. Clck
the button below ta begin

‘Add Wireless Device with WP

MANUAL WIRELESS NETWORK SETUP

If yaur wireless nietwork i aieady set up with WiFi Protected Setup, manual confguration of the
wireless network wil destroy the exiting wireless network. 1f you would lie to configure the
wireless settings of your new D-Link Systems Router manualy, then cick on the Manual Wireless
Network Setup button below,

‘Manal Wireless Network 5etup)

wi er before,
cickon Wireless
Network Setup Wizard
andt wil g

Up and running,

+ and has

Manual Wireless
Network Setup to nput
all the settings manual

Mar





3. Нажмите кнопку Manual Wireless Network Setup
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WIRELESS

WIRELESS NETWORK :

Use this section to configure the wireless settings for your D-Link Router, Please note that
changss made on this section may akso need to be dupicated on your Wirsless Cient,

WI-FI PROTECTED SETUP (ALSO CALLED N 2.0 IN WINDOWS VISTA)

Enable :
Current PIN : 56434563

Generate New PIN [ Reset PINta Defaul,

i Protected Status :  Enbled / Not Canfigured

WIRELESS NETWORK SETTINGS

Wireless Network Name :  [| Jeisa calld the ssID)
802.11Mode :  [fxed 802.11n, 602,119 and 802.11b |
Enable Auto Channel Scan :
Wireless Channel :
Channel width : e v
visibility Status:  ® visble O Invisile

WIRELESS SECURITY MODE

To protect your privacy you can configure wirsless security featurss. This device supports three
wireless security mades, including WEP, WPA-Person, and WPA-Enterprise, WEP & the ariginal
wireless encryption standard, WPA provides 3 higher level of security. WPA-Persanal does not
require an authentication server. The WPA-Enterprise option requires an extermal RADIUS
server,

Security Mode :  [wea-personal v |

Use WPA or WPA2 mode to achisve a balance of strong security and best compatibilty. This
mode uses WPA for legacy clents whie maintaiing higher security with stations that are WPA2
capable, Also the strongest cipher that the client supports wilbe used. For best security, use
WPA2 Only mode. This mode uses AES(CCHP) cipher and legacy stations are not alowed
access with WPA security. For maximum compatibilty, use WPA Only. This modle uses TKIP
cipher. Some gaming and legacy devices wark only in this modle

To achieve better wieless performance use WPA2 Only secLirity mode (ar in ather words AES
ciphe).

wpA Mode :  [auea (wea or wea2) |

Cipher Type :  [1cip and aEs |

Group Key Update Interval : 3500 | (seconds)

PRE-SHARED KEY

Enter an 8- to 63-character alphanumeric pass-phrase. For good security it should be
of ample length and should not be a commonly known phrase.

Pre-Shared Key : [z

Network Name on each

device.

network

Mare...





3.1. Установите Enable Wireless в положение выбрано (галочка поставлена)
3.2. В поле Wireless Network Name введите название вашей беспроводной сети
3.3. В пункте Security Mode выберите WPA-Personal
3.4. В пункте WPA Mode выберите Auto (WPA or WPA2)
3.5. В пункте Cipher Type выберите TKIP and AES
3.6. В поле Pre-Shared Key введите пароль беспроводной сети
3.7. Для сохранения настроек нажать кнопку Save settings
4. Выбираем пункт меню NETWORK SETTINGS
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NETWORK SETTINGS

Use this section ta configure the internal network settings of your router and aso ta configure
ETWORK SETTINGS the built-n DHCP Server to assign IP addresses to the computers on your netwark. The 1P

‘Address that is configured here i the 1P Address that you use to access the Web-based

management interface. If you changs the IP Address here, you may need to adiust your PC's

network settings to access the network again. ab

oo ot
ROUTER SETTINGS

Use this section to configure the intermal network ssttings of your router. The 1P Address that | (XSRS
is configured here is the 1P Address that you Use to access the Web-based management
interface. If you change the 1P Address here, you may need to acfust your PC’s network
settings to access the network agan, o

Router IP Addres:
Subnet Mas|

52.168.0.1 |

Device Nami

Local Domain Nami
Enable DNS Relay

DHCP SERVER SETTINGS

Use this section ta configure the built-n DHCP Server to assign IP addresses to the computers
on your network.

Enable DHCP Server
DHCP 1P Address Rangk
DHCP Lease Timi

[19z1600.100 [to 152,166,015
10080 | (minutes)
(compatibility for some DHCP Clients)

Always broadcas
NetBIOS announcement
Learn NetBIOS from WAN
NetBIOS Scop

NetBIOS node typ

[m]

[ (optional)

Broaricast orly (use when no WINS servers configured)
Point:to-Point (no broadicast)

Mixec-mode (Broadcast then Point-to-Point)

Hybrid (Point-to-Point then Broadcast)

imary WINS IP Adres:

Secondary WINS IP Addres





4.1. Установите Enable DHCP Server в положение выбрано (галочка поставлена)
4.2. В поля DHCP IP Address Range введите начальный и конечный диапазона раздаваемых адресов
4.3. Для сохранения настроек нажать кнопку Save settings
